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B301B

B302B

2 X75 (OPTIONAL)

B302B + 2 X75

B301 B302

112-4.8"
60-2.4"

R1
83

-7
.2

"

R1
83

-7
.2

"

161-6.3"
148-5.8"

173-6.8"
100-3.9"

161-6.3"
148-5.8"

19
2-

7.
5"

84
-3

.3
"

19
2-

7.
5"

84
-3

.3
"

Single lever / dual action control to operate
both with throttle and shift.
Suitable for any type of boats with outboard,
inboard or I/O power plants.

FEATURES

� Compact single lever controls offering a
unique low profile style compared to other
controls available on the market

� Enables easy and safe shifting by
preventing accidental gear engagement
unless engine is idling

� Made of marine aluminum, chrome plated
or powder coat finish

� Push in button disengages shift for
warm-up

� Neutral safety switch X12 - 34543 Q
(optional) prevents in-gear starting

� Exceeds EN ISO 11547 standards when X12
safety switch is installed

� For use with all Ultraflex control cables
except C4 (discontinued):
- C14 and MACH14 cables require no kit
- for C2, C8 and MACHZero cables the

connection kit is K59 - 40144 C included
- C5, C16 and MACH5 cables require

K60 Kit - 40145 E
- C36 and MACH36 cables require

K62 Kit - 40157 J
- C22 cable requires K61 Kit - 40146 G

MODELS

B301B - 40142 Y
Single lever control for one engine, black dome,
chrome plated lever. 

B302B - 40143 A
Twin lever control for two engines, black dome,
chrome plated lever.

X75 - 40662 B
Silver knob optional

“LOW PROFILE” SINGLE
LEVER TOP MOUNT
CONTROLS
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B103

B104

B104 + 2 X55

2 X55 (OPTIONAL)

Single lever / dual action control to operate
both throttle and shift.
Suitable for any type of boats with outboard,
inboard or I/O power plants.

FEATURES

� Enables easy and safe shifting by
preventing accidental gear engagement
unless engine is idling

� Made of chrome plated marine aluminum
� Pull-out handle disengages shift for warm-up
� Neutral safety switch X43 - 38160 L

(optional) prevents in-gear starting
� Exceeds EN ISO 11547 standards when X43

safety switch is installed
� For use with C2, C8 and MACHZero

Ultraflex engine control cables. 
� To connect C22 cable to B103 control only, 

use K33 - 38378 D connection kit

MODELS

B103 - 37923 K
Single lever control for one engine

B104 - 37924 L
Twin lever control for two engines

X55 - 39421 V - Silver knob optional

SINGLE LEVER 
TOP MOUNT CONTROLS
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B73
B77 with trim

B74
B79 with trim

B65
B76 with trim

B66
B78 with trimSingle lever / dual action control to operate

both throttle and shift.
Suitable for any type of boats with outboard,
inboard or I/O power plants. 

FEATURES

� Enables easy and safe shifting by
preventing accidental gear engagement
unless engine is idling

� Made of marine aluminum, chrome plated
or powder coat finish

� Pull-out handle disengages shift for warm-
up

� Neutral safety switch X12 - 34543 Q
(optional) prevents in-gear starting

� Exceeds EN ISO 11547 standards when X12
safety switch is installed

� Power trim switch conveniently located in
the handle grip enables for easy tilting of
the engine

� For use with all Ultraflex engine control
cables except C22, C4 (discontinued), C36
and MACH36.

� Ultraflex C5, C16 and MACH5 cables require
K35 kit - 34730 U

MODELS

B65 - 34731 V
Single lever control for one engine, chrome
plated.

B76 - 35312 E
Single lever control for one engine, chrome
plated, with trim.

B66 - 34732 W
Twin lever control for two engines, chrome
plated.

B78 - 35314 G
Twin lever control for two engines, chrome
plated, with trim.

B73 -35007 U
Single lever control for one engine, black
dome, chrome plated lever.

B77 - 35313 F
Single lever control for one engine, black
dome, chrome plated lever, with trim.

B74 - 35008 B
Twin lever control for two engines, black
dome, chrome plated lever.

B79 - 35315 H
Twin lever control for two engines, black
dome, chrome plated lever, with trim.

SINGLE LEVER 
TOP MOUNT CONTROLS

Handle with trim
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B666

B665

Lock-in
neutral

B665 B666

10
8 

(4
.2

5”
)

13
5 

(5
.2

4”
)

160 (6.29”) 129 (5.07”)

138
(5.43”)

61
(2.39”)

10
8 

(4
.2

5”
)

13
5 

(5
.2

4”
)

160 (6.29”) 185 (7.28”)

138
(5.43”)

102
(4.02”)

Single lever / dual action control to operate
both throttle and shift.
Suitable for any type of boats with outboard,
inboard or I/O power plants. 

FEATURES

� Enables easy and safe shifting by
preventing accidental gear engagement
unless engine is idling

� Made of marine aluminum, chrome plated
or powder coat finish

� Pull-out handle disengages shift for warm-
up

� Neutral safety switch X12 - 34543 Q
(optional) prevents in-gear starting

� Exceeds EN ISO 11547 standards when X12
safety switch is installed

� Provided with a positive lock-in neutral to
prevent accidental gear engagement 

� For use with all Ultraflex engine control
cables except C22, C4 (discontinued) , C36
and MACH36.
Ultraflex C5, C16 and MACH5 cables require
K35 kit - 34730 U

MODELS

B665 - 40656 G
Single lever control for one engine. Chrome
plated.

B666 - 40657 J
Twin lever control for two engines. Chrome
plated.

SINGLE LEVER 
TOP MOUNT CONTROLS
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18
0

7,
8”

24
0

9,
44

”

74
2,91”

150
5,9”

B46
B58 with interlock

B50
B59 with interlock

Two lever / single action control: each lever
operates separately either the throttle or the
shift.
Suitable for use with outboard, inboard or I/O
power plants.

FEATURES

� Flush mount suitable for exposed positions
such as flying bridge

� Made of marine aluminum with chrome
plated lever

� Throttle lever is provided with adjustable
brake tension release system and shift lever
with forward, reverse and neutral detents.
Both the brake tension release and detents
can be installed and adjusted from the
outside.

� Neutral safety switch X12 - 34543 Q
(optional) prevents in-gear starting

� Exceeds EN ISO 11547 standards when X12
safety switch is installed

� Available with straight or bent levers
� B58 and B59 models are provided with an

interlock kit to prevent accidental gear
engagement

� For use with Ultraflex C2, C8 and
MACHZero engine control cables.

� Ultraflex C22 cable requires K22 - 34713 Q
connection kit.

� The B46, B58, B50 and B59 ETC (Electronic
Throttle Control) versions are available on
request (except B46S and B50S). The sensor
has an analog output signal which can be
single or redundant. The output voltage
range is chosen by the customer between 0
and 5V. Power supply 5V +/- 10%, linearity
+/- 1%.
For ETC controls please contact our
Technical Service for custom configuration.

MODELS

BENT LEVERS:
B46       - 34461 P   Throttle and shift
B46T     - 34462 Q   Throttle only
B46S     - 34463 R   Shift only
B58R    - 34570 W  Throttle and shift. With interlock.
                                Right hand installation
B58L     - 34716 T   Throttle and shift. With interlock.
                                Left hand installation

STRAIGHT LEVERS:
B50       - 34464 S    Throttle and shift
B50T     - 34465 T   Throttle only
B50S     - 34466 U   Shift only
B59R     - 34571 X   Throttle and shift. With interlock.
                                Right hand installation
B59L      - 34717 U   Throttle and shift. With interlock.
                                Left hand installation

TWO LEVER 
TOP MOUNT CONTROLS
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B322

B324

B322 - B324

173 - 6.8”
100 - 3.9”

161 - 6.3”
148 - 5.8”

84
 -

 3
.3

”
19

3 
- 

7.
6”

R1
83

-7
.2

"

Two lever / single action control: each lever
operates separately either the throttle or the
shift. 
Suitable for use with outboard, inboard or I/O
power plants. 

FEATURES

� Made of aluminium, chrome plated or
black powder coat finish

� Throttle lever is provided with adjustable
brake tension release system and shift lever
with forward, reverse and neutral detents. 

� Neutral safety switch X12-34543 Q
(optional) prevents in-gear starting

� In dual station applications the L23-31649 B
selector unit has to be used (page 110)

� Exceeds EN ISO 11547 standards when X12
safety switch is installed 

� Use with all Ultraflex control cables except C4
(discontinued):
-  C14 and MACH14 cables require no kit 
- For C2, C8 and MACHZero cables the 
connection kit K67 - 40705 T is included 
- C5, C16 and MACH5 cables require 
  K63 kit - 40757 N
-  C22 cable requires K64 kit - 40758 R
-  C36 and MACH36 cables require
  K65 kit - 40759 T 

MODELS

CHROME PLATED:
B322   - 40669 S   Throttle and shift
B322T - 40670 A  Throttle only
B322S - 40673 G  Shift only

BLACK FINISH:
B324   - 40674 J   Throttle and shift
B324T - 40675 L   Throttle only
B324S - 40676 N  Shift only

TWO LEVER TOP
MOUNT CONTROLS 
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B99

B101 B102

5.03”

Two lever / single action control: each lever
operates separately either the throttle or the
shift.
Suitable for use with outboard, inboard or I/O
power plants.

FEATURES

� All the four versions are provided with the
shift lever detents and with a brake tension
release system adjustable from the outside
of the throttle lever

� Neutral safety switch X12 - 34543 Q
(optional) prevents  in-gear starting

� Exceeds EN ISO 11547 standards when X12
safety switch is installed

� Suitable for exposed positions such as flying
bridge

� For use with Ultraflex C2, C8 and
MACHZero engine control cables

� Ultraflex C22 cable requires K32 - 34662 Z
connection kit

MODELS

B99 - 36854 N 
Throttle and shift. Black painted with chrome
levers

B101 - 36856 P
Throttle and shift. White painted

B102 - 36899 G
Throttle and shift. Black painted

TWO LEVER 
TOP MOUNT CONTROLS
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B47 B49

B47 - B49

B35

Suitable for all outboard engines.

FEATURES

� Made of nylon fiberglass with anodized
aluminum levers

� Left or right side mount installation
� For use with Ultraflex engine control cables:

- C14 and MACH14 with K23 - 32773 D
connection kit

- C2, C8, and MACHZero
with K25 - 32775 F  connection kit

- C5 and MACH5 without
connection kit

MODELS

B47 - 32770 A - Light grey finish
B49 - 33283 S - Black finish

B35 CONTROL BOX
FEATURES

� Lever and flange all stainless steel.
� Flush side mount installation.
� Particulary suitable for throttle control and

hydraulic shift operation.
� Provided with adjustable brake tension

release and detents.
� For use with Ultraflex C2, C8 and MACHZero

engine control cables
B35 - 32386 A

TWO LEVER SIDE MOUNT
CONTROLS 
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K32 K33

K22 K23 K25

K35

K51KB1 K59

K60 K61 K62

K63 K64 PARTS SHOWN X 2

K67 PARTS SHOWN X 2

K65

X12 X41 X43

K22 - 34713 Q
Kit to connect C22 cable to top mount two
lever control boxes, B46, B50, B58, B59, B203,
B204, B207, B208, B322, B324

K23 - 32773 D
Kit to connect C14 and MACH14 cables to B47
and B49 control boxes.

K25 - 32775 F
Kit to connect C2, C8 and MACHZero cables to
B47 and B49 control boxes.

K32 - 34662 Z
Kit to connect C22 cable to top mount two
lever control boxes B99 , B100, B101 and B102.

K33 - 38378 D
Kit to connect C22 cable to B103 control box.

K35 - 34730 U
Kit to connect C5, C16 and MACH5 cables to
single lever control boxes, except B301, B302,
B103 and B104.

KB1 - 39964 L 
Kit to connect C22 cable to B310 control.

K51 - 32526 N
Kit to connect C14 and MACH14 cables to
engine for use with B89 and B90 controls.

K59 - 40144 C
Kit to connect C2, C8 and MACHZero cables to
B301 and B302 controls (supplied with the
box).

K60 – 40145 E
Kit to connect C5, C16 and MACH5 cables to
B301 and B302 control boxes.

K61 – 40146 G
Kit to connect C22 cable to B301 and B302
control boxes.

K62 – 40147 J
Kit to connect C36 and MACH36 cables to
B301 and B302 control boxes.

K63 - 40757 N
Kit to connect C5, C16, MACH5 cables to B322
and B324 controls.

K64 - 40758 R
Kit to connect C22 cable to B322 and B324
controls.

K65 - 40759 T
Kit to connect C36 and MACH36 cables to
B322 and B324 controls.

K67 - 40705 T
Kit to connect C2, C8 and MACHZero cables to
B322 and B324 controls (supplied with the
box)

X12 - 34543 Q
Neutral safety switch
to prevent in-gear
starting.

X41 - 38130 F
Neutral safety switch
to prevent in-gear
starting, suitable for
B400 and B401-ETC
controls.

X43 - 38160 L
Neutral safety switch
to prevent in-gear
starting, suitable for
B103 and B104
controls.

ACCESSORIES FOR
CONTROL BOXES

PARTS SHOWN X 2 PARTS SHOWN X 2
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OUTBOARD

INBOARD/STERNDRIVE

A + B + 3’ (90 cm) = L

A + B = L

SELECTION OF ENGINE CONTROL CABLES

ENGINE ULTRAFLEX ENGINE
CONTROL CABLES

OUTBOARD

Mercury®

Mariner® over 50 hp (37kW)
C5 - MACH5

STERNDRIVE

Mercruiser®

Mercruiser® and Gen. II™ Controls

Mercury® and Gen. II™ Controls

C5 - MACH5

C36 - MACH36

C36 - MACH36

INBOARD C2 - C8 - MACHZero - C22

JET Weber® C40 - C41

OMC® - BRP® after 1979 C14-MACH14

Volvo Penta®

Yanmar®

Volkswagen®

C2 - C8
MACHZero - C22

Mariner® up to  50 hp (37kW) C16

Force®

Selva®

Yamaha®

Suzuki®

Tohatsu®

Honda®

Nissan®

C2 - C8 - MACHZero

Johnson® - Evinrude® - BRP® after 1979 C14-MACH14

HOW TO MEASURE FOR CONTROL CABLE
INSTALLATION

FOR NEW INSTALLATION, measure A + B
distance from the control along an
unobstructed cable routing to clutch and / or
throttle connection. 
Round this dimension off to the next whole
foot: you will have your cable length.
We recommend that the cable bends have a
minimum radius of about 8” (200 mm).
For outboard engine installations, it is
necessary to add three feet to the obtained
length, in order to allow the engine
movement.
To determine the needed length of the
REPLACEMENT CABLE, measure it from tip to
tip.
When ordering, specify the cable length in
feet, rounding the dimension off to the next
whole value.
If any kit is required to complete the cable
connection, consult the appropriate section in
this catalogue. (Page 128)

ENGINE CONTROL CABLES
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MACHZero
MACH14MACH5

MACH36

C40

C45

MACHTM SERIES
HIGH EFFICIENCY
AND FLEXIBILTY
ENGINE CONTROL CABLES

For the ultimate in efficiency and response,
the Mach Series cables deliver unmatched
results. They  have been specifically designed
to make even the most complex of cable
installations result in smooth, easy and precise
shift and throttle movement.

HIGH PERFOMANCE

� The PATENTED “high performance”
MACHTM Cables are the result of our
decades of experience in producing high
quality, long lasting, flexible cables.
The innovative core design maximizes
efficiency and minimizes lost motion, while
the exclusive design of the conduit provides
extremely high level of flexibility.  

C40 Stroke: 86 mm (3.4”)
Throttle Cable for Weber® jet engines

C45 Stroke: 84 mm (3.3”)
Shift and throttle cable for jet boats 40
Class

FEATURES AND PERFORMANCE

� Available in the following configurations:
- MACHZero - Universal style (like C2, C8)
- MACH5 - Mercury® style (like C5)
- MACH14 - Current OMC® - BRP® style (like C14)
- MACH36 - Gen II Mercury® style (like C36)

� Suitable for outboard – inboard and sterndrive engines
� High efficiency for smooth operation
� High flexibility for reduced bend radius. Ideal for long complex cable routings
� Maintenance free
� Stainless steel cables end fittings
� High resistance blue outer jacket against abrasion, UV and chemicals

CONTROL CABLES FOR JET ENGINES

C40

C45
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B14

C40

C45

K68

C22

C2

C8

MACHZero

C14

MACH14

MACH36

C5

MACH5

C36

C16

Ø 8

Ø 8.8 cm - 3.5”

4 cm - 1.6”

Ø 7 cm - 2.7”

C2 Stroke: 87 mm (3.4”)
  For use with inboard, sterndrive and

outboard engines with appropriate
accessories.

C8 Stroke: 87 mm (3.4”)
  For use with inboard, sterndrive and

outboard engines, with appropriate
accessories.

MACHZero 87 mm (3.4”) 
For use with inboard, sterndrive and
outboard engines.
Ideal for high performance applications,
long cable runs and complex routings.
Blue color jacket.

C14 Stroke: 75 mm (3”)
  For BRP® - Evinrude® (OMC®) engines

manufactured from 1979 to date. 

MACH14 Stroke: 75 mm (3”).
For BRP® - Evinrude® (OMC®) engines
manufactured from 1979 to date.
Blue color jacket

  High performance applications

C36 Stroke: 87 mm (3.4”)
  For Mercury® and Mercruiser® engines

and Mercury® Generation II™ series
controls.

MACH36 Stroke: 87 mm (3.4”).
For Mercury® and Mercruiser® engines
and Mercury® Generation II™ series
controls.

  Blue color jacket
  High performance applications

C5 Stroke: 95 mm (3.75”)
  For Mercury® and Mercruiser® engines.

MACH5 Stroke: 95 mm (3.75”).
For Mercury® and Mercruiser® engines.

  Blue color jacket
  High performance applications

C16 Stroke: 80 mm (3.1”). For Mariner®

engines up to 40 hp.

C22 Stroke: 80 mm (3.1”)
  Stainless steel clamp fittings.

Recommended for heavy duty
applications.

B14 Stroke: 70 mm (2.8”)
  Designed for throttle, fuel shut-off and

other applications. Supplied with L13
and L14 clamp and shim.

C40 Stroke: 86 mm (3.4”)
Throttle Cable for Weber® jet engines

C45 Stroke: 84 mm (3.3”)
Shift and throttle cable for jet boats 40
Class

K68 - 40895 B
Recessed bulkhead support for B14 cable.

ENGINE CONTROL CABLES

CAVI BRP® - EVINRUDE® (OMC®)

CAVI MERCURY® - MERCRUISER® - MARINER®

Ø 10
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L2 L3 L7

L12 L13 L14

L25 L26

K56 K57

L2 - 30324 D
Cable clamp block

L3 - 30325 E
Shim and clamp block.
Fits C2, C8 and MACHCZero cables.

L7 - 38078 U
Ball joint 10-32 UNF. 
Stainless steel, fits C2, C8 and
MACHCZero cables.

L12 - 30334 F
Cable end fitting. 
Fits C2, C8 and MACHCZero cables.

L13 - 30335 G
Stop collar. Fits B14 cables.

L14 - 30336 H
Cable clamp block. 
Fits C2, C8 and MACHCZero cables.

L25 - 31906 D
Clevis 10-32 UNF. 
Fits C2, C8 and MACHCZero cables.

L26 - 33517 N
Clevis 1/4” x 28 threaded. Fits C22 cable.

K56 - 39237 C
Adapts C2, C8 and MACHCZero cables for use
with Mercury engines.

K57 - 39238 E
Adapts C2, C8 and MACHCZero cables for use
with BRP® - Evinrude engines.

ACCESSORIES FOR ENGINE
CONTROL CABLES

L23

Selector unit for use with single lever controls in dual station
applications. It enables indipendent control over throttle and shift
from either the main station or the flying bridge station.

NOTE: before changing station, throttle must be on idling position and
shift in neutral.

L23 - 31649 B

SELECTOR UNIT FOR DUAL STATION APPLICATIONS

MONOFILAMENT POLYESTER
BRAIDED SLEEVINGS FOR CABLES

PART No
1 m legth

NOMINAL INTERNAL 
DIAMETER

68146 N10 mm (0.39”)

68147 R 15 mm (0.59”)

68148 T20 mm  (0.78”)

68150 D30 mm (1.18”)

68149 V

BULK PART No
ROLLS

68180 N

68181 R

68182 T

68184 X

68183 V

ROLL LENGTH
metres

100 m

50 m

50 m

50 m

50 m

ROLL WEIGHT
Kg

8,0

6,3

8,9

13,5

10,125 mm  (0.98”)

Available in UFLEX

STANDARDS

� Compliant with RoHS 2002/95/CE specifications
� NF EN 60684-1 (10-2003)
� NF EN 60684-2 (01-1998) modified by

NF EN 60684-2/A1 (12-2003) 
NF EN 60684-2/A2 (05/2006)

� NF EN 60684-3 sheets 340 to 342 (4-2003) 
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S-2674 S-2675

K7 K8

K9B

K14B

K14F K36

YAMAHA ENGINE KITS*

K7     - 30320 V for 15 hp engines 

K8     - 30321 A for 25 hp engines

K9B   - 33205 A for 5 hp engines

K14B - 32584 E for 10/15 hp engines

K14F - 38098 C for 10/15 hp engines

K36   - 35034 B for 8 hp engines

S-2674 - 32654 X Yamaha Throttle Connector

S-2675 - 32655 Y Yamaha Shift Connector

* Minimun order quantity: 
10 pieces for part number

C2

MODEL

K59*

B301
B302

X

B103

X

B104

X

B65 - B66 - B73
B74 - B76 - B77 - B78

B79 - B665 - B666
X

B183 - B184
B85

B310CH - B310BR - B310B
X

B89
B90

C8 K59* X X XX X
C14 X - - XX X
C5 K60 - - K35K35 K35
C36 K62 - - -- -
C16 K60 - - K35K35 K35
C22 K61 K33 - -- -
MACHZero K59* X X XX X
MACH5 K60 - - K35K35 K35
MACH36 K62 - - -- -
MACH14 X - - XX X

X

B400
B401

X
K71
K72
K73
K72

-
X

K72
K73
K71

*: Supplied with the
control
X: No kit required      
- : No connection

*: Supplied
with the
control
X: No kit
required      
- : No
connection

SINGLE
LEVER
CONTROLS

TWO LEVER
CONTROLS

C2

MODEL

X

B46 - B50
B58- B59

X

B99
B101 - B102

C8 X X
C14 - -
C5 - -
C36 - -
C16 - -
C22 K22 K32
MACHZero X X
MACH5 - -
MACH36 - -
MACH14 - -

K25

B47
B49

X
K25 X
K23 -
X -
- -
X -
- -

K25 X
X -
- -

K23 -

B35B322
B324

K67*
K67*

X
K63
K65
K63
K64
K67*
K63
K65
X

CONTROL CABLE APPLICATION MATRIX
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WARNING

In order to mantain
the correct
functionality of the
product, the
replacement with
spare parts has to be
made by qualified
technicians only.

MECHANICAL
PRODUCTS

T67
Black bezel 59336 W
White bezel 59601 U
Zinc-chrome steel bushing 56402 K
Installation kit 38070 K
Shaft kit 70550 J

M58
Lock nut engine side 55170 M

T85
Black bezel 59336 W
White bezel 59601 U
Shaft kit 70550 J
Spent travel nylon tube 59869 F
Plastic ferrule for nylon tube 59857 Z
Cable lock-in screw 59926 R
Installation kit 41165 S

T71FC - T72FC - T73NRFC - T74NRFC
90° Black bezel 58051 L
90° White bezel 71942 H
Shaft kit 70549 A
Cable lock-in screw 70022 G
Spent travel nylon tube 59869 F
Plastic ferrule for nylon tube 59857 Z

X52 Tilt Mechanism
Upper cover 70123 N
Lower cover 70140 N
Gasket 70138 C

T86 - T88
2 Shaft kits 71109 A

Steering Wheels
Stainless steel silver screws 60697 Q
Stainless steel black screws 60698 T
Black cap for V32 58078 Y
White cap for V32 58079 Z
Grey cap for V32 70155 C
Black cap for V33 59763 O
White cap for V33 59764 P
Grey cap for V33 59765 Q
Black cap for V45 59061 O
White cap for V45 59002 D
Grey cap for V45 71108 Y
Black cap for V38 59061 O
White cap for V38 59002 D
Black cap for Antigua 70161 X
White cap for Antigua 70162 Z
Grey cap for Antigua 70163 V
Burl wood cap for Antigua 70164 D
Wood cap for V23 and V35 56384 G 

B301CR - B302CR - B301B - B302B - B322 - B324
Lever assembly with black knob 40897 F 
Lever assembly with red knob B322 - B324 40898 H 
Black knob 72054 G 
Red knob 72020 N 
Chrome rear cover B301CR 71461 R 
Black painted rear cover B301B  71501 A 
Gasket for B301CR - B301B 71366 X 
Gasket for B302CR - B302B - B322 - B324 71516 P 
Installation kit B301CR 40170 D 
Installation kit B301B 40744 D 
Installation kit B302CR    40743 B  
Installation kit B302B 40192 P   
Installation kit B322 - B324  40703 N

AVAILABLE
SPARE
PARTS
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WARNING

In order to mantain
the correct
functionality of the
product, the
replacement with
spare parts has to be
made by qualified
technicians only.

MECHANICAL
PRODUCTS

B103 - B104
Lever with handle 60909 N
Black knob 34830001
X55 Silver knob B103/B104 39421 V
Gasket for B103 61425 E
Gasket for B104 61426 G
Rear cover for B103 61738 C
Installation kit B103 60979 B
Installation kit B104 60804 D

B65 - B665 - B66 - B666 
B73 - B74 - B76 - B77 - B78  - B79
Lever assembly B66 – B65 – B73 – B74 57076 R
Lever assembly B665 40915 E
Lever assembly B666 40916 G
Lever assembly with trim B76-B77-B78-B79 57459 E
Chrome rear cover 55529 Z
Black rear cover 55608 X
Installation kit B65 - B665 35147 J
Installation kit B66 - B666 30078 K
Installation kit B73 30049 F
Installation kit B74 35366 S
Installation kit B76 36134 F
Installation kit B77 30016 Q
Installation kit B78 36135 G
Installation kit B79 30017 R

B310CH - B310BR - B310B
Lever assembly B310CH 73158 A
Lever assembly B310BR 72119 J
Lever assembly B310B 73177 E
Screw cover flange
B310CH - B310BR - B310B 72110 P
Chrome plated external flange
B310CH - B310BR - B310B 72108 D
Black internal flange 
B310CH - B310BR - B310B 72109 F
Installation kit B310CH - B310BR - B310B 72222 B

B183 - B184 - B85
Lever assembly B183 70013 F
Lever assembly B184 70020 C
Cover for B183 – B184 – B85 56012 A
Flange for B183 – B184 – B85 56011 V
Installation kit B103 38947 F
Installation kit B184 38979 V
Installation kit B85 36008 C

B89 - B90
Black lever with lock 58245 T
White lever with lock 57899 L
Installation kit B89 - B90 36168 R

B46 - B50 - B58  - B59
Cover 
57960 T
Black knob 32394 A
Red knob 32472 Q
Installation kit 35365 R

B99 - B101 - B102
Red knob B99 – B101 – B102 58266 Y
Black knob B99 – B101 – B102 53185 V
Installation kit B99 – B101 – B102 35391 A

B14 Engine Stop Cable
B14 Kit 59976 G

AVAILABLE
SPARE
PARTS
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In order to mantain
the correct
functionality of the
product, the
replacement with
spare parts has to be
made by qualified
technicians only.

HELM PUMPS
Vented filler plug kit with valve                                                                   40801 N
Non vented filler plug kit                                                                              40800 L
Shaft seal kit                                                                                                  40875 V

Installation kit for UP20 F                                                                              40248 R
Installation kit for UP20 T                                                                              39501 T
Installation kit for:

UP25 F/25NV F/28 F/33 F/33NV F/39 F/45 F and UP28-SVS                         39476 X
Installation kit for UP25 T/28 T/33 T/39 T/45T                                              39501 T
Installation kit for UP28 R/33 R/39 R/45 R                                                     39500 R

Nylon round flange for X57                                                                          70666 E
Nylon square flange for X64                                                                        70670 V
Chrome plated cover ring - X68                                                                    40894 Z
Pump filling kit                                                                                               40876 X

UC94-OBF OUTBOARD CYLINDER
Black bull horn mounting bracket                                                                40877 Z
Through tube stainless steel rod                                                                 42666 W

Spacer kit                                                                                                        40878 B
Tiller arm connecting                                                                                     42080 N

UC128-OBF OUTBOARD CYLINDER
Black bull horn mounting bracket                                                               39490 R
Through tube stainless steel rod                                                                  39491 T

Spacer kit                                                                                                        41812 Z
Plastic cap kit                                                                                                 41810 V
UC128 Hardware kit                                                                                       39979 A
Tiller arm connecting kit (ultrabolt)                                                             40822 X

UC128-SVS OUTBOARD CYLINDER
Tiller arm connecting kit (ultrabolt)                                                             42081 R

UC68-OBS OUTBOARD CYLINDER
Stainless steel tilt tube extension                                                                 39495 B

UC132-OBS OUTBOARD CYLINDER
Stainless steel tilt tube extension                                                                  39495 B
Extension rod connecting pin                                                                        40917 J

INBOARD CYLINDERS
Balljoint for UC69-I                                                                                        40883 U
Balljoint for UC116-I                                                                                      39477 Z
Balljoint for UC168-I and UC215-I                                                                39478 B
Balljoint for UC293-I                                                                                     40178 W
Balljoint for UC378-I                                                                                       41310 Y

Balljoint and shim for UC69-I                                                                       40884 W
Balljoint and shim for UC116-I                                                                      39479 D
Balljoint and shim for UC168-I e UC215-I                                                    39480 M
Balljoint and shim for UC293-I                                                                      40180 G
Balljoint and shim for UC378-I                                                                      41311 A

STERNDRIVE CYLINDERS
Extension rod connecting pin                                                                       40917 J 

NUT AND SLEEVE
Brass nut and sleeve                                                                                      71004 K
Nickel plated brass nut and sleeve                                                               71013 L

HYDRAULIC
PRODUCTS

AVAILABLE
SPARE
PARTS



147

D
IS

PL
AY

S 
- M

A
RK

ET
IN

G
 IT

EM
S

ULTRAFLEX WHEEL DISPLAY  

67436 T - Fashionable dismountable display in
light gray painted metal.

ULTRAFLEX® AND UFLEX®

MARKETING ITEMS

UFLEX and ULTRAFLEX ADHESIVE LABELS:

Printed on transparent vinyl  

UFLEX - 65360 Z
Dimensions: 450 x 130 mm (17.71” x 5.12”)

ULTRAFLEX - 65359 R
Dimensions: 300 x 130 (11.81” x 5.12”)

500 mm 500 mm

1700 mm
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FOREX:

65369 U - Dimensions: cm 70 x 100 (2.29’ x 3.28’) 

65370 C - Dimensions: cm 119 x 168 (3.9’ x 5.5’)

Please contact
our Marketing
Department to
ask for the CD
with all FOREX
available. 

ULTRAFLEX® AND UFLEX®

MARKETING ITEMS

FOREX WITH DIGITAL PHOTO AND VIDEO
FRAME

Display digital photos and videos without PC
or laptop.
Insert memory card (included) into photo
frame to view Ultraflex or Uflex products or
videos.
Remote control, USB connection cable and AC
Adapter are included.
Power Supply: 110 - 220V ≈ 50/60Hz
CE and RoHS certified

68178 C - ULTRAFLEX® Forex with digital photo
frame and memory card presenting Ultraflex
products and videos. 
Dimensions: cm 32 x 49 (1.04’ x 1.60’) 

68177 A - UFLEX® Forex with digital photo
frame and memory card presenting Ulex
products and videos.
Dimensions: cm 32 x 49 (1.04’ x 1.60’) 





Via Milite Ignoto 8A
16012 Busalla (GE) - Italy
T +39 010 9620310   F +39 010 9620333
ut@ultraflexgroup.it
www.ultraflexgroup.it

ULTRAFLEX S.p.a. ULTRAFLEX GROUP
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